
TECHNICAL DATAAPONI
outdoor wall light, LED, 3000K, anthracite, IP65

The integrated LED of the aluminium APONI wall light is
enclosed by an opalescent PC illumination surface. With
protection class IP65, it is suitable for outdoor use. The lu-
minaire is connected directly to the 230V mains power
supply thanks to its built-in dimmable LED constant cur-
rent driver. The APONI series also includes floor stands
and can therefore be used universally.

Item no. 1000681

IP Code IP 65

Assembly Surface

Assembly details Wall

Dimmable Yes

Dimming technology trailing edge

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 500 mA

Safety class I

Wattage 6.3 W

Minimum ambient temperature -20 °C

Maximum ambient temperature 40 °C

Level of inrush current 10 A

Duration of inrush current 40 µs

Stroboscopic effect (SVM) 0.03

Lumen 520 lm

Colour temperature 3000 Kelvin

Color anthracite

CRI 80

LXXBXX data L70B50

Service life 30000 h

Height 37 cm
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Depth 14 cm

Diameter 7.2 cm

Net weight 0.905 kg

Gross weight 1.28 kg

Light Source

916573

Accessories
1002853 Spacer set , for outdoor

wall-mounted lights an-
thracite
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