
TECHNICAL DATAPLASTRA
pendant, TCR-TSE, white, plaster, max. 11W

The plaster PLASTRA pendant is a highly individual lumin-
aire with a pure, clear form. Prepared to take a GX53 LEDs
or ESL lamps, the PLASTRA comes ready for direct con-
nection to 230V mains supply. The sandpaper included as
part of the delivery is used to clean the surfaces. After pri-
ming, the luminaire can be individually designed by pain-
ting it with wall paint or affixing stickers.

Item no. 1000782

Socket GX53

Lamp TCR-TSE

Number of sockets 1

Lamps included No

IP Code IP 20

Assembly Surface

Assembly details Ceiling

Primary nominal voltage 220-240V ~50/60Hz

Safety class I

Wattage 11 W

Lumen 2960 lm

Color white

Light distribution rotational symmetric

Light outlet direct

Height 18 cm

Diameter 25 cm

Pendant length 150 cm

Net weight 2.653 kg

Gross weight 3.253 kg
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Recommended lamp

1005271 LED GX53 , white / milky
light, 6W 3000K CRI94
120°

1005269 LED GX53 , white / milky
LED light, 6W 4000K CRI-
90 120°

1005272 LED GX53 , white / milky
light, 6W 2700K CRI90
120°
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