
Tekniske dataPARA FLAC
pendant, LED, 4000K, black, 100W, IP65

The special lighting attributes make the PARA FLAC LED
pendant light ideal for a technical, industrial setting. It is
protected from external influences thanks to protection
class IP 65. The pendant light has a high power consump-
tion of 100 watts and is therefore perfect for hall lighting. In
addition, the light made of aluminium and polycarbonate
(PC) convinces with its high quality. Experience light with
SLV – your reliable partner for all kinds of indoor lights for
40 years.

Item no. 1000827

Antal lysåbninger 1

IP klasse IP65

Montering Surface

Monterings detaljer Ceiling

Primær spænding 220-240V ~50/60Hz

Sekundær strøm / spænding 1600mA

IP Tæthedsgrad I

Watt 100 W

Min omgivelsestemperatur -20 °C

Max omgivelsestemperatur 40 °C

Lumen 12800 lm

Farvetemperatur 4000 Kelvin

Spredningsvinkel 90 °

Farve black

CRI 80

UGR ≤ 28

LXXBXX-data L70B50

Højde 27.5 cm

Diameter 32 cm

Nettovægt 4.288 kg

Bruttovægt 5.942 kg
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Lyskilde

916378

Tilbehør
1001692 PARA FLAC , reflector

cover

1000918 REFLECTOR , for PARA
FLAC LED pendant

228730 CONNECTION BOX ,
3-pin, IP68

1001691 PARA FLAC , reflector
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