SLV

SIGHT TECHNICAL DATA
for high-voltage 3-phase tracks, LED, 3000K, sil- Iltem no. 1001292
ver-grey, incl. 3-phase adapter
Number of different light outlets 1

The modern SIGHT wall and ceiling light is made for sur-
face mounting or busbar. The low glare and the luminous IP Code IP 20
flux of 3100 lumens make the 3-phase system light LED
the optimal basic lighting solution. The light made of alumi- Assembly Surface
nium and acrylic in the colo ey cuts a professional figu-
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re everywhere. In addition, SIGHT is also extremely
sustainable with its LED lifespan of 30,000 hours. Experi-
ence SIGHT in action and convince yourself of a success-
ful lighting experience.

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 700 mA

Safety class |

Wattage 38W
Level of inrush current 45A
T Duration of inrush current 36 us
123 Stroboscopic effect (SVM) 0.04
45"
Lumen 3100 Im
Colour temperature 3000 Kelvin
Beam angle 120 °
Color grey
CRI 80
UGR = 28
LXXBXX data L70B50
Service life 30000 h

Light distribution

axis symmetric

Light outlet

direct
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SLV

Light Source

916371 HE Length 114 cm
Width 4.5¢cm
Height 12.cm
Net weight 2.031 kg
Gross weight 2.529 kg
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