
TECHNICAL DATAMERADO FLOOD
white 3000K, 40°, incl. 3-circuit adapter

The MERADO FLOOD is a classic wall floodlight, combi-
ned with modern LED technology. The electrical connec-
tion of the luminaire, which is made from aluminium and
glass, is made directly to the 230V mains power supply,
via to the built-in driver. The MERADO FLOOD is available
with a black or white housing, and in warm white or pure
white versions. As well as the version for wall mounting,
versions with 3-circuit track system adapters are also
available. This luminaire contains built-in LED lamps.

Item no. 1001470

Rotating or tilting rotary Bar and tiltable

IP Code IP 20

Assembly Surface

Assembly details Track Ceiling

Dimmable Yes

Dimming technology trailing edge

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 1000 mA

Safety class I

Wattage 40 W

Level of inrush current 9 A

Duration of inrush current 50 µs

Stroboscopic effect (SVM) 0.04

Lumen 3000 lm

Colour temperature 3000 Kelvin

Color white

CRI 80

LXXBXX data L70B50

Service life 40000 h

Light distribution asymmetric

Light outlet direct
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Length 17.5 cm

Width 15 cm

Height 22.6 cm

Net weight 1.133 kg

Gross weight 1.578 kg

Light Source

916456
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