
TECHNICAL DATAROX ACRYL 60 Pole
LED Outdoor floor stand, stainless steel 316, 3000K,
IP65

The ROX ACRYL POLE 60 floor stand is made from stain-
less steel 316 and opalescent acrylic glass that surrounds
the built-in LED completely. With protection class IP65, the
luminaire is available in several heights and is suitable for
outdoor use. The electrical connection is made directly to
the 230V mains supply. The ROX ACRYL series also inclu-
des wall and ceiling luminaires and can therefore be used
universally. For simplified mounting, through-wiring is pos-
sible and an earth-spike and a concrete anchor set are
available as accessories.

Item no. 1001492

IP Code IP 65

Impact resistance class IK 02

Impact resistance 0.2 Joule

Assembly Surface

Assembly details Ground,Ground with Acc.

Dimmable Yes

Dimming technology Leading edge,trailing edge

Primary nominal voltage 220-240V ~50/60Hz

Safety class I

Wattage 12 W

Minimum ambient temperature -20 °C

Maximum ambient temperature 45 °C

Stroboscopic effect (SVM) 0.09

Lumen 690 lm

Colour temperature 3000 Kelvin

Color stainless steel

CRI 80

LXXBXX data L70B50

Service life 30000 h

Height 60 cm

Diameter 12.7 cm
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Net weight 2.641 kg

Gross weight 3.552 kg

Light Source

678855
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