KARPO 30 CW

TECHNICAL DATA

SLV

LED Indoor surface-mounted wall and ceiling light, Iltem no. 1001496
single white 3000K dimmable
Rotating or tilting rotary Bar and tiltable
KARPO series lights are available in white and black. It has
a choice of one or two spots in a cylindrical shape which IP Code IP 20
can be individually adjusted via a hinge. The swivel and til-
ting range allows you to optimally light up the room. The Assembly Surface
integrated premium LEDs provide high energy efficiency. - -
The luminaire also has a high colour rendering index of 90. Assembly details Ceiling, Wall
Thel luminaires can be directly connected to the 230V Dimmable Yes
mains supply.
Dimming technology trailing edge
/ Primary nominal voltage 220-240V ~50/60Hz
Secondary power / voltage 500 mA
Safety class |
125 Wattage 9w
Level of inrush current 10A
\ Duration of inrush current 40 ps
Stroboscopic effect (SVM) 0.01
Lumen 660 Im
Colour temperature 3000 Kelvin
Beam angle 40°
Color white
CRI 90
LXXBXX data L70B50
Service life 30000 h
Width 9cm
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SLV

Light Source

916381 HE Height 12.5cm
Depth 7 cm
Net weight 0.353 kg
Gross weight 0.427 kg
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