
Tekniske dataPATTA-I
LED outdoor recessed ceiling light, angular DL IP65
white 1800-3000K

The innovative PATTA-I recessed light is suitable for ceiling
thicknesses up to 20 mm. Thanks to its IP65 rating, it is
suitable for use outdoors and in wet rooms. The light is
available in black, white or silver grey, and in a round or
square shape. It is fitted with a powerful, dim-to-warm LE-
D, which allows the light colour to be individually adjusted.
Thanks to the integrated LED driver, the light can be con-
nected directly to the 230 V mains voltage.

Item no. 1002102

IP klasse IP20/IP65

IK Vandalklasse IK02

Slagfasthed 0.2 Joule

Montering Recessed

Monterings detaljer Ceiling

Dæmpbar Ja

Dæmpningstype Dim-to-Warm,Leading edge,trailing edge

Primær spænding 220-240V ~50/60Hz

Sekundær strøm / spænding 350mA

IP Tæthedsgrad II

Watt 7.3 W

Lumen 44-440 lm

Farvetemperatur 1800-3000 Kelvin

Spredningsvinkel 38 °

Farve white

CRI 95

LXXBXX-data L70B50

Længde 8 cm

Bredde 8 cm

Højde 4 cm

Nettovægt 0.247 kg

Ø 6

3,7

0,3

8 x 8
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Bruttovægt 0.293 kg

Indbygningsdybde 6 cm

Installations diameter 6 cm

BIG WHITE side 244

Lyskilde

916436
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