
Tekniske dataENOLA_B TRACK SPOT
QPAR51 black, 50W, incl. 1-circuit adapter

The puristic ENOLA B track-mounted spotlight consists of
an aluminium and steel structure and is optionally available
with a white, black, or silver grey housing. The lamp head
can be rotated and swivelled. Because of the built-in GU-
10 240V socket, the ENOLA_B is ready for direct connec-
tion to the 1-circuit 240V track system.

Item no. 1002110

Sokkel GU10

Antal fatninger 1

Rotation 90 °

Rotation 350 °

IP klasse IP20

Montering Surface

Monterings detaljer Track Ceiling,Track Wall

Primær spænding 220-240V ~50/60Hz

IP Tæthedsgrad I

Watt 50 W

Max omgivelsestemperatur 40 °C

Farve black

Længde 11.3 cm

Højde 12 cm

Diameter 6.7 cm

Nettovægt 0.374 kg

Bruttovægt 0.463 kg

BIG WHITE side 517
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Anbefalet lyskilde

1005077 LED lightbulb QPAR51 ,
GU10, 2700K, black

1005273 QPAR51 GU10 , LED
light, 6W 2200 2700K
CRI90 36°

1005083 LED lightbulb QPAR51 ,
GU10, 4000K, black

1005080 LED lightbulb QPAR51 ,
GU10, 3000K, black
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