
TECHNICAL DATALED lamp
A60, E27, 2200-2700K, 280°, 4.5W

Warm-white does not always need to be associated with
high costs. The lamp provides the same light colour as a
conventional lamp, with the advantage that it consumes
less energy. When dimmed, the colour of light changes
from 2700K to 2200K, which is the same effect as when
dimming a filament lamp.

Item no. 1002125

Socket E27

Lamp type LED E27

IP Code IP 20

Dimmable Yes

Dimming technology Dim-to-Warm,Leading edge,trailing edge

Lamp mercury content 0 mg

Nominal voltage 220-240V ~50/60Hz V

Weighted energy consumption 5 kWh/1000h

Electrical power factor 0.9

Wattage 4.5 W

Starting time 0.5 s

Start time 0 s

Lumen 500 lm

Colour temperature 2200-2700 Kelvin

Beam angle 280 °

Color transparent

CRI 80

Lumen 70 lm

Binning 6 SDCM

Service life 15000 h

Switching cycles 100000
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Width 6 cm

Depth 6 cm

Diameter 6 cm

Net weight 0.043 kg

Gross weight 0.069 kg

Recommended lamp

1002855 KENKUA SPOT , E27 In-
door LED recessed wall
light, chrome, 3000K
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