SLV

1Ph NOBLO SPOT SET TECHNICAL DATA

2700K grey

Item no. 1002612

including three spotlights, two 1m racks, one feed-in

and one long connector Number of different light outlets 3

Rotating or tilting rotary Bar and tiltable

You get everything that you need for a perfect start with

the 1l-CII’CUIt 240V track system set. The set, which is avail- IP Code P20
able in several colour versions, contains two track sec-

tions, one long connector with a feed-in capability and 3 Assembly Surface

NOBLO spotlights including a powerful LED.

Assembly details

Track Ceiling, Track Wall

Dimmable

Yes

Dimming technology

trailing edge

Primary nominal voltage

220-240V ~50/60Hz

Secondary power / voltage 350 mA
Safety class |
Wattage 24 W
Minimum ambient temperature -20 °C
Maximum ambient temperature 40 °C
Level of inrush current 9A
Duration of inrush current 23 ps
Stroboscopic effect (SVM) 0.03
Lumen 1860 Im
Colour temperature 2700 Kelvin
Beam angle 36 °
Color grey
CRI 80
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SLV

Light Source

916369 HE LXXBXX data L70B50
Service life 30000 h
Risk Group 1
Net weight 1.796 kg
Gross weight 2.572 kg
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