
TECHNICAL DATAEURO SPOT TRACK DALI
for 240V 3-circuit track, LED, 4000K, black, 40°, incl.
3-circuit adapter

Rotating and swivelling EURO SPOT DALI LED spotlight,
with a compact design and suitable DALI adapter for the
3-circuit 240V track system. The LED module is installed
inside the cylindrical lamp head in the factory. Available
with several housing and light colours, the spotlight im-
presses with its simple, timeless appearance. The spotlight
fulfils any requirement because of the selection of available
beam angles.

Item no. 1002665

Rotating or tilting rotary Bar and tiltable

IP Code IP 20

Assembly details Track Ceiling

Dimmable Yes

Dimming technology DALI

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 1200 mA

Safety class I

Wattage 47 W

Level of inrush current 35 A

Duration of inrush current 30 µs

Lumen 4800 lm

Colour temperature 4000 Kelvin

Beam angle 40 °

Color black

CRI 90

LXXBXX data L70B50

Service life 30000 h

Light distribution rotational symmetric

Light outlet direct

Length 25.5 cm
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Height 29.5 cm

Diameter 14.5 cm

Net weight 3.13 kg

Gross weight 3.349 kg

Recommended lamp

1005305 A60 E27 Mirrorhead ,
chrome LED light, 7.5W
2700K CRI90 180°

1005302 A60 E27 , white LED light,
13.2W 2700K CRI90 220°

SLV GmbH · Daimlerstraße 21-23 · D-52531 Übach-Palenberg · T +49 (0) 2451 4833-355 · E info@uk.slv.com
Last updated 2024-01-03 17:33:55 · Subject to technical changes slv.com | 2


