1~ PARACONE 14 QPAR-

51

1-circuit system luminaire, black/gold, incl. 1-circuit
adapter

The conically shaped reflector of the 1~ PARA CONE 14

QPAR51 1-phase system light black/gold incl 1-phase ad-
apter provides a particularly warm lighting effect. The lamp
in black can be individually combined with a wide range of
colours and sizes of other PARA CONE lamps to create a

cloud of light. The 1-phase system light is installed con-
ventionally on the busbar system, which makes it flexibly
positionable as well as rotatable and pivoting. Thanks to
the GU10 socket, the QPAR5S1 lamp is easy to replace.

The housing is made of robust steel and impresses with its
impeccable quality. Experience light with SLV — your relia-

ble partner for all kinds of indoor lights for 40 years.
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TECHNICAL DATA

Item no. 1002873
Socket GU10
Number of sockets 1

Tilt range 80 °
Horizontal rotation range 300 °

Rotating or tilting

rotary Bar and tiltable

IP Code

IP 20

Assembly details

Track Ceiling, Track Wall

Primary nominal voltage

220-240V ~50/60Hz

Safety class

Wattage 25 W
Maximum ambient temperature 40 °C
Color black
Light outlet direct
Height 20 cm
Diameter 13.5¢cm
Net weight 0.389 kg
Gross weight 0.642 kg
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Recommended lamp

1005077 LED lightbulb QPAR51 ,
GU10, 2700K, black

1005083 LED lightbulb QPAR51 ,
GU10, 4000K, black

1006321 LED lamp , T32, GU10,
2600K, dimmable

1005080 LED lightbulb QPAR51 ,
GU10, 3000K, black
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