
Tekniske dataGIMBLE IN 150
Indoor LED recessed ceiling light, white, 4000K

The Premium LED installed in the GIMBLE IN 150 reces-
sed ceiling light gives off a particularly warm light. Of
course, the light outlet of this recessed ceiling light is tilta-
ble. With a CRI value of greater than or equal to 90, the
GIMBLE IN 150 is ideal for true-colour lighting of rooms.
This should be your choice of recessed ceiling light if co-
lour rendering is very important to you. This recessed cei-
ling light is sustainable and low-maintenance thanks to the
anticipated service life of 30,000 hours.

Item no. 1002889

IP klasse IP20

Montering Recessed

Monterings detaljer Ceiling

Sekundær strøm / spænding 700mA

IP Tæthedsgrad III

Watt 24.5 W

Lumen 2490 lm

Farvetemperatur 4000 Kelvin

Spredningsvinkel 36 °

Farve white

CRI 90

LXXBXX-data L70B50

Højde 13.5 cm

Diameter 16.2 cm

Nettovægt 0.579 kg

Bruttovægt 0.823 kg

Indbygningsdybde 13.5 cm

Installations diameter 15 cm
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Lyskilde

916397

Tilbehør
1002424 LED driver MEDO 400 ,

dimmable DALI/1-10V
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