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ONE TRIPLE DALLI TECHNICAL DATA
Indoor LED pendant, white, 3000/4000K Iltem no. 1002914
Reduced, modern and elegant, the design of the ONE light IP Code IP 20
family attracts all eyes. At the same time, the circular lights
are also extremely sustainable thanks to their expected Assembly Surface
LED lifespan of 30,000 hours. The ONE TRIPLE DALI In-
door LED pendant light white also provides a particularly Assembly details Ceiling
pleasant, DALI dimmable light that is adjustable in height. :
The high CRI above 90 ensures optimal colour reproduc- Dimmable Yes
tion. The low-maintenance light is equally swtgble for the Dimming technology DAL 2
hotel industry and gastronomy as well as for living spaces.
When will you test out the benefits of SLV's impressive in- Primary nominal voltage 290-240V ~50/60Hz
door lights?
Secondary power / voltage 1700 mA
Safety class |
Wattage 64 W
150 . K
Minimum ambient temperature -25°C
Maximum ambient temperature 50 °C
Rated standby power 0.2W
Level of inrush current 50 A
Duration of inrush current 209 ps
Stroboscopic effect (SVM) 0.05
Lumen 4040/4200 Im
Colour temperature 3000/4000 Kelvin
Color white
CRI 90
LXXBXX data L70B50
Service life 30000 h
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SLV

Light Source

916474 Risk Group 1

916461 Height 3cm
Diameter 80 cm
Pendantlength 300 cm
Net weight 4.666 kg
Gross weight 7.116 kg
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