
Tekniske dataENOLA ROUND UP/-
DOWN M
outdoor LED surface-mounted wall light anthracite

The ENOLA SQUARE and ROUND light series have a pu-
rist style, consisting of a cylindrical or square aluminium
construction fitted with powerful LEDs. Thanks to the inte-
grated CCT switch, the light colour can be altered bet-
ween 3000 K and 4000 K on installation. Thanks to the in-
tegrated LED driver, the electrical connection for the light
is made directly to the 230 V mains voltage. In order to co-
ver as wide a range of applications as possible, you can
opt for one or two-lamp wall lights or ceiling lights in round
or square form and in different sizes. This light contains in-
tegrated LED light bulbs.

Item no. 1003425

Antal lysåbninger 2

IP klasse IP65

IK Vandalklasse IK06

Slagfasthed 0.2 Joule

Montering Surface

Monterings detaljer Wall,Wall with Acc.

Antal lamper ved videresløjfning 37

Primær spænding 220-240V ~50/60Hz

Sekundær strøm / spænding 500mA

IP Tæthedsgrad I

Watt 20 W

Min omgivelsestemperatur -20 °C

Max omgivelsestemperatur 40 °C

Lumen 1660/1900 lm

Farvetemperatur 3000/4000 Kelvin

Spredningsvinkel 38 °

Farve anthracite

CRI 90

LXXBXX-data L70B50

Bredde 10 cm

Højde 23 cm
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Dybde 15 cm

Nettovægt 1.654 kg

Bruttovægt 1.971 kg

BIG WHITE side 727

Lyskilde

916566

Tilbehør
1002853 Spacer set , for outdoor

wall-mounted lights an-
thracite

1005206 ENOLA M , lens asym-
metric

1005205 ENOLA M , lens 20°

1005207 ENOLA M , reflector 60°
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