
Tekniske dataQUADRASS SPOT
indoor surface-mounted wall light with LED spotlight
and E27 socket, white

The QUADRASS SPOT wall light impresses with a suc-
cessful combination of metal and glass elements and, as
well as being the main light source, it is equipped with an
LED reading light with a warm white light colour. With the
beam angle selected for the LED reading light, it is almost
glare-free and thereby ensures a comfortable light which
relaxes the user. The E27 socket behind the glass lamp-
shade and the built-in LED driver make the QUADRASS
SPOT ready for direct connection to the 230V mains
power supply. In order to make the picture of the applicati-
on as uniform as possible, wall lights without a reading
light and a pendant are available.

Item no. 1003429

Sokkel E27

Antal fatninger 1

IP klasse IP20

Montering Surface

Monterings detaljer Wall

Primær spænding 100-240V ~50/60Hz

Sekundær strøm / spænding 700mA

IP Tæthedsgrad I

Watt 2 W

Min omgivelsestemperatur -20 °C

Max omgivelsestemperatur 40 °C

Lumen 200 lm

Farvetemperatur 3000 Kelvin

Spredningsvinkel 25 °

Farve white

CRI 80

LXXBXX-data L70B50

Bredde 9.5 cm

Højde 32 cm

Dybde 13.5 cm

Nettovægt 1.516 kg
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Bruttovægt 2.032 kg

BIG WHITE side 375

Lyskilde

916538

Anbefalet lyskilde

1008641 LED A60 , LED bulb, cle-
ar, E27, 4W, 2700K

1005303 A60 E27 , transparent
LED light, 7.5W 2700K
CRI90 320°

1005302 A60 E27 , white LED light,
13.2W 2700K CRI90 220°

1005304 A60 E27 , Frosted LED
light, 7.5W 2700K CRI90
320°
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