
TECHNICAL DATADIRETO 90 WL
Indoor LED wall-mounted light white CCT switch
2700/3000K

The DIRETO surface-mounted wall light can be installed
horizontally or vertically, and its modern design confidently
lights the way. This linear indoor light will impress you with
its inner values too: its high colour rendering index (CRI>-
90), light colour (2700/3000K), adjustable CCT switch and
indirect light emission in opposite directions make DIRETO
the perfect light for private living rooms, hotels, restau-
rants, and shops, where high-quality yet flexible lighting
designs are required.

Item no. 1004743

Number of different light outlets 2

IP Code IP 20

Assembly Surface

Assembly details Wall

Dimmable Yes

Dimming technology trailing edge

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 500 mA

Safety class I

Wattage 20 W

Minimum ambient temperature -20 °C

Maximum ambient temperature 40 °C

Level of inrush current 30 A

Duration of inrush current 40 µs

Stroboscopic effect (SVM) 0.07

Lumen 1680/1760 lm

Colour temperature 2700/3000 Kelvin

Beam angle 180 °

Color white

CRI 90

LXXBXX data L70B50
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Service life 30000 h

Light distribution axis symmetric

Light outlet direct - indirect

Risk Group 1

Length 90 cm

Width 9 cm

Height 3.5 cm

Net weight 1.065 kg

Gross weight 1.405 kg

BIG WHITE Page 370

Light Source

916620
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