
Tekniske dataNEW TRIA® 75 XL
recessed ceiling light, square, max. 10W , GU10, black

Discover the new generation of our NEW TRIA® recessed
ceiling light with even more modularity for an individual
lighting experience. Top sellers such as the NEW TRIA®
75 XL GU10 version are also available as a complete set.
A variety of design options are guaranteed thanks to repla-
ceable LED lights and three elegant housing colours
(black/white/aluminium). The pivot range allows flexible ali-
gnment of the high-quality light. And thanks to the 75mm
mounting ring supplied, the downlights can also be instal-
led quickly and simply.

Item no. 1007628

Sokkel GU10

Lyskilde LED GU10 51mm

Antal fatninger 1

Lyskilde inkluderet Nej

Rotation 30 °

IP klasse IP20

IK Vandalklasse IK02

Slagfasthed 0.2 Joule

Montering Recessed

Monterings detaljer Ceiling

Primær spænding 220-240V ~50/60Hz

IP Tæthedsgrad II

Watt 10 W

Omgivelsestemperatur 25 °C

Max omgivelsestemperatur 25 °C

Farve matt black

Længde 11 cm

Bredde 11 cm

Højde 2.6 cm

Nettovægt 0.17 kg

Bruttovægt 0.201 kg

Ø 7,5

0,3

2,3

11 x 11
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Indbygningsdybde 6.5 cm

Installations diameter 7.5 cm

BIG WHITE side 139

Anbefalet lyskilde

1005077 LED lightbulb QPAR51 ,
GU10, 2700K, black

1005273 QPAR51 GU10 , LED
light, 6W 2200 2700K
CRI90 36°

1005083 LED lightbulb QPAR51 ,
GU10, 4000K, black

1005080 LED lightbulb QPAR51 ,
GU10, 3000K, black
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