
Tekniske dataKADUX
recessed ceiling light, single, 3000K, DALI 2, touch,
30°, black

Experience high light output and efficiency for use in shops
and retail environments: KADUX is our gimbal-mounted re-
cessed ceiling luminaire, available as a single or dou-
ble-lamp version in white or black and various colour tem-
peratures (3000K/4000K). Thanks to the quick-connection
box in a closed steel housing, the light is easy to install and
is both robust and durable.

Item no. 1008568

Antal lysåbninger 1

IP klasse IP20

Montering Recessed

Dæmpbar Ja

Dæmpningstype DALI,Touch

Primær spænding 220-240V ~50/60 Hz

Sekundær strøm / spænding 700

IP Tæthedsgrad II

Watt 27 W

Omgivelsestemperatur 85 °C

Min omgivelsestemperatur -20 °C

Max omgivelsestemperatur 40 °C

Lumen 3050 lm

Farvetemperatur 3000 Kelvin

Farve black/black

CRI 90

MacAdam (SDMC) 6 SDCM

Længde 19.5 cm

Bredde 19.5 cm

Højde 12.5 cm

Nettovægt 1.48 kg

2

17 x 17

19,5 x 19,5

10,5

min. 5

12,52,5
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Bruttovægt 1.92 kg

Indbygnings længde 17 cm

Indbygningsbredde 17 cm

Indbygningsdybde 12.5 cm
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