
Tekniske dataSIGHT EASY
3~ spot, rectangular, 4000K, 41W, DALI, 25°, black

SIGHT EASY extends the luminaire family with linear light-
ing for 3-phase track systems. It is specially designed for
commercial environments such as grocery shops: With its
double asymmetrical 25° optics, it can illuminate two shel-
ves on both sides with just one product, guaranteeing effi-
cient illumination. The integrated multipower or DALI driver
enables flexible customisation on site. The luminaire also
impresses with its high energy efficiency of almost 160
lm/W. The SIGHT EASY luminaire is available in black and
white and with colour temperatures of 3000K and 4000K.

Item no. 1008730

IP klasse IP20

IK Vandalklasse IK06

Slagfasthed 1 Joule

Montering Surface

Dæmpbar Ja

Dæmpningstype DALI

Primær spænding 220-240V ~50/60 Hz

Sekundær strøm / spænding 250/300/350/400mA

IP Tæthedsgrad I

Watt 41 W

Min omgivelsestemperatur -20 °C

Max omgivelsestemperatur 40 °C

Lumen 7100/8200/9600/10900 lm

Farvetemperatur 4000 Kelvin

Farve black

CRI 90

UGR ≤ 25

Længde 150 cm

Bredde 6.4 cm

Højde 2 cm

Nettovægt 1.2 kg
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Bruttovægt 1.72 kg
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