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Item no. 1012473

Lamps included No

Number of different light outlets 1

IP Code IP67

Primary nominal voltage 220-240V ~ 0/50/60Hz

Safety class II

Safety class II

Number of luminaires at LS B16A 8.0

Number of luminaires at LS C16A 17.0

Level of inrush current 50 A

Duration of inrush current 200 µs

Beam angle 120°

CRI 90

Binning 5.0000

LXXBXX data L80B20

Service life 50 000 h

Length 500 cm

Width 1 cm

Height 0.5 cm

Net weight 0.77 kg

Gross weight 0.98 kg
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LEDSTRIP SET IP STRIP 
SMD +  IP DRIVER | S
LED STRIP SET IP STRIP SMD + IP DRIVER, S, LED 
Strip, 3000 K, 500 cm, IP67

The LED strip is designed for use in various lighting 
applications where a flexible and efficient light source is 
required. It is particularly suitable for installations that de-
mand a slim, elongated luminaire, such as in display cases, 
shelves, or as accent lighting. The LED strip is part of the 
LEDSTRIP SET product line and features SMD technology 
with an integrated IP driver, indicating protection against 
dust and splashing water. Installation is flexible, making it 
suitable for different areas of application. The combination 
of a compact design and IP protection provides a reliable 
solution for professional use in indoor environments and 
sheltered outdoor areas.


