SLV

PURI 1 wall and ceiling TECHNICAL DATA
light
Item no. 147366
single-headed, QPAR51, wine red, max. 50W, with de-
: Socket GU10
co ring
Wall and ceiling light of our PURI series where, depending Number of sockets 1
on the version, one to three adjustatlalellamp heads are. . Tilt range 85 °
mounted to the canopy. The luminaire is made of alumini-
um and, thanks to the GU10 socket, is suitable for both Horizontal rotation range 350 °©
halogen and LED lamps. A lamp is included to place on
the lamp for halogen lamps with 5cm diameter. The electri- Rotating or tilting rotary Bar and tiltable
cal connection of the luminaire, which comes in various
colours, is made directly to the 230V mains supply. IP Code IP 20
Assembly Surface

V »&‘ Assembly details Ceiling,Wall
’\ Primary nominal voltage 220-240V ~50/60Hz
0’ Safety class |

8,6 ‘\
Wattage 50 W
A/3,'5 Color red

Light outlet direct
Length 24.5cm
Width 8.6 cm
Height 8.6cm
Net weight 0.294 kg
Gross weight 0.351 kg
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SLV

Recommended lamp

1005075 LED lightbulb QPAR51 ,
GU10, 2700K, grey

1005273 QPAR51 GU10, LED
light, 6W 2200 2700K
CRI90 36°

1005082 LED lightbulb QPAR51 ,

GU10, 4000K, white

1005080 LED lightbulb QPAR51 ,
GU10, 3000K, black
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