AIXLIGHT R OFFICE

SLV

TECHNICAL DATA

pendant, double-headed, QPAR111, rectangular, sil- Iltem no. 159094
ver-grey, L/W/H 122.5/18/5 cm, max. 228W
Socket GU10
With our AIXLIGHT R OFFICE, which is in keeping with the
basic design of the AIXLIGHT R series, we offer a high-vol- Lamp QPART11
tage pendant which takes two halogen ES111 type lamps
with an additional frosted lighting surface, which can be fit- Number of sockets 2
ted with energy-saving T5 fluorescent tubes. It is available
in black, white, or silver-grey housing colours. The lamp Socket 2 G5
holders.arel multi—dirgotional tiltable ensuring .thle light cong Lamp 2 Ti6
can be individually aligned. Thanks to the built-in electronic
ballast, AIXLIGHT R OFFICE is ready to be directly con- Number of sockets 2 2
nected to the 230V mains supply. The ES111 and T5
lamps can be switched separately. Lamps included No
IP Code IP 20
Assembly Surface
Assembly details Ceiling

Primary nominal voltage

220-240V ~50/60Hz

Safety class

Wattage 114 W
Color grey
Light distribution symmetric
Light outlet direct
Length 122.5cm
Width 18 cm
Height 5cm
Pendantlength 200 cm
Net weight 4.855 kg
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SLV

Gross weight 6.279 kg

Recommended lamp

1005276 QPAR111 GU10, silver
LED light, 12.5W 2700K
CRI90 30°

1005298 LED lamp , QPAR111
GU10 12W 680Im 3000K
CRI90 55° Dimmable
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