
TECHNICAL DATACV-SPOT 40
outdoor spike luminaire, LED GU10 51 mm, IP65,
stainless steel 304, L/W/H 11.8/7.8/40 cm, 4W

With the brushed stainless steel spike luminaire CV-SPOT
40, the LED lamp of choice is covered by a glass that pro-
tects against external influences. The combination of stain-
less steel and glass provides a classic, high-quality cha-
racter. With IP65 protection class, the luminaire is suitable
for outdoor use. It is available in different rod lengths. The
electrical connection is made using the connection lead
and mains plug to the 230V mains supply.

Item no. 231672

Lamp LED GU10 51mm

Number of sockets 1

Lamps included No

Tilt range 180 °

Rotating or tilting tiltable

IP Code IP 65

Impact resistance class IK 04

Impact resistance 0.5 Joule

Assembly Surface

Assembly details Ground

Primary nominal voltage 220-240V ~50/60Hz

Safety class I

Wattage 4 W

Color stainless steel

Light outlet direct

Length 11.8 cm

Width 12.5 cm

Height 15 cm

Net weight 1.294 kg

Gross weight 1.731 kg
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Recommended lamp

1005273 QPAR51 GU10 , LED
light, 6W 2200 2700K
CRI90 36°

1005079 LED lightbulb QPAR51 ,
GU10, 3000K, white

1005274 QPAR111 GU10 , trans-
parent LED light, 8W
2700K CRI90 38°
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