HELIA

TECHNICAL DATA

SLV

outdoor floor stand, single-headed, LED, 3000K, IP55, Iltem no. 233075
anthracite, 8W, optional spike luminaire
Number of different light outlets 1
The puristic HELIA path light and floor stand is made of
aluminium and fitted with one lamp head. The luminaire is Rotating or tilting rotary Bar and tiltable
equipped with a warm-white high-voltage LED. The light,
which comes in anthracite, is connected directly to the IP Code IP 55
230V mains supply. With protection class IP55, the flood- | t ist | K04
light is suitable for outdoor use. This luminaire contains mpactresistance class
dimmable LED lamps. The lamps in the luminaire cannot
Assembl Surface
be replaced. The HELIA series also contains pendants, y
wall lights and display floodlights as such it can be used Assembly details Ground with Acc.
universally.
Primary nominal voltage 220-240V ~50/60Hz
\ ’\?,5 Secondary power / voltage 500 mA
Safety class |
30,3 ‘/6'5,5 Wattage 6.5W
Minimum ambient temperature -20 °C
1 Maximum ambient temperature 40 °C
“—>» .
11,9 Level of inrush current 45A
Duration of inrush current 30 ys
Lumen 440 Im
Colour temperature 3000 Kelvin
Beam angle 35°
Color anthracite
CRI 80
LXXBXX data L70B50
Service life 30000 h

SLV GmbH - DaimlerstraBe 21-23 - D-52531 Ubach-Palenberg - T +49 (0) 2451 4833-355 - E info@uk.slv.com

Last updated 2024-01-03 17:33:55 - Subject to technical changes slv.com | 1




SLV

Light Source
916573 HE Width 5.5cm
228752 SCREW SET, stainless Depth 11.9cm
steel, M6, incl. cap nuts, -
plugs and washers Net weight 0.774 kg
233165 EXTENSION ROD , for Gross weight 1027 kg
MYRA 2, anthracite
228712 CONCRETE ANCHOR,
for garden lights
233145 BASE , for MYRA 2 and
HELIA, anthracite
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